COMMENT SHEET 

PD-2 DESKING SYSTEMS

	Clause No.
	Comment
	Change

	2.6 / 5.5.1
	Name change for ACT
	(ACT) Voluntary Performance Guidelines

	3.7/3.8
	Privacy Panel  & Privacy Screen –both are referenced in the clauses and are two separate products
	Delete reference to ‘panel’ and replace with ‘screen’ in both clauses

	New 3.9
	No inclusion of integrated keyboard support surface, yet commonly ordered item
	New 3.9

Integrated Keyboard/Mouse Support Surface - is a vertically user adjustable surface used to support a keyboard and  mouse or other input device that is incorporated into the larger surface to form an integrated work surface.

	4.13.3
	Duplication of 4.13.1
	Delete 4.13.3

	6.3
	Is the second sentence required?
	Delete “The supports …..storage units

	6.4
	Articulating Keyboard Support – add in the full requirement
	Add – The keyboard support surface shall be capable of being locked into a position where the bottom of the keyboard support surface is even with the bottom surface of the work surface. It shall have a minimum adjustment range of 100 mm (4 in.) downward from that position and shall be lockable throughout its adjustment range.  

The articulating keyboard and mouse support surface must be capable of having a tilt adjustment of at least 

+/- 5 degrees.  The support surface shall be designed to prevent the keyboard from slipping off.

	New 6.5
	No inclusion of integrated keyboard support surface, yet commonly ordered item
	Add - 

A primary work surface (normally a corner unit) shall be available with an integrated keyboard/mouse support surface. The keyboard/mouse support surface shall be capable of being height adjusted by the user over a range of at least 254 mm (10 in.) with a minimum 127mm (5 in.) below and a minimum of 127mm (5 in.) above the primary work surface. The depth of the keyboard/mouse surface must be at least 254 mm (10 in.).
The keyboard/mouse support surface shall have a minimum overall front edge dimension of 635 mm (25 in.).

	6.12
	Alternate drawer assemblies stop and then close eliminating the requirement for bumpers.
	Add - Alternate means to minimize impact noise shall be acceptable

	6.16
	
	Amend 

Privacy screens must be securely but not permanently attached to the leg structure or a column structure

	6.17.2
	CSA C22.2 No. 203.1 certifies the electrical system as a stand-alone and is more difficult to pass
	Add ‘or  CSA C22.2 No. 203.1’

	6.18
	The back of the closed or open cabinets must have as a minimum a 6mm (1/4 in.) high lip 
	Revise and Add

6.18 Overhead storage units (cabinets and shelves) shall be available in various widths.  

6.18.1 Overhead Storage cabinets shall be available with or without doors. The interior closed cabinet depth shall be no less than 305 mm (12 in.) and the interior open cabinet height shall be no less than 305 mm (12 in.) 

6.18.2 The back of all overhead storage units must have as a minimum a 6 mm (1/4”) high lip.

6.18.3
Resilient bumpers shall be provided on all door assemblies to minimize impact noise when doors close. Alternate means to minimize impact noise shall be acceptable.



	New 9.0
	All labeling requirements
	Screens and all components that consist of primary, secondary or dedicated surfaces shall be permanently and legibly marked with the manufacturer's name or recognized trademark, the product code and the date of manufacture.


